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Wig, Video girl, Vintage, Voyeur, Vintage.This invention relates to a method of forming a transparent conductive layer on a substrate. In particular, the invention relates to a method of forming a stable transparent conductive layer on a transparent substrate. Transparent conductive layers are used in a wide variety of devices, including liquid crystal displays (LCDs)
and electroluminescent displays (ELDs). While transparent conductors may be used in the manufacture of many types of displays, they are commonly used in combination with light polarizing films. One particular type of light polarizing film that is widely used in commercial LCD panels is a dye polarizing film. Dye polarizing films are manufactured by dyeing
polyvinyl alcohol (PVA) with iodine or a dichroic material, such as a dichroic azo dye. The resulting PVA film is then stretched to orient the dye molecules. The PVA film can then be dyed with another material, such as a dichroic azo dye. Although dye polarizing films are inexpensive, they are not sufficiently durable for many uses. The PVA film can be damaged by
scratching, which can result in light leakage or color change. Transparent conductive layers, in contrast, are durable and are less susceptible to light leakage. They are formed by depositing a material having conductive properties, such as indium tin oxide, on a substrate. Although indium tin oxide is conductive, it is not transparent. Thus, the conductive layer must be
coated with a transparent conductive layer to form a transparent conductive layer on the substrate. This transparent conductive layer is preferably formed by depositing a material that is transparent to the wavelength of the visible light. Indium tin oxide and indium tin oxide doped with tin (ITO: Sn) are examples of suitable transparent conductive materials.
Transparent conductive layers can also be used in E
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